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Number of Holes 5holes
Measurement Accuracy Accurate measurement capability up to Mach 0.9
Temperature Resistance -55°C to +100°C
Heating System Built-in tube heater and thermastat (220°C max]
5 H 0 LE P Ro B E Nominal Power 28VDC=4, 110Watt
Angle Measurement Range 10 AoA (Angle of Attack], 10 AoS [Angle of Sideslip) angle scale
Reliable Airspeed MeSEbrement with Mat.erial 6061 Aluminium and Type 2 anodised finish
Advanced Technology Ll 400 grams
Connection Type L type, flange connection, brass fittings

Our prob combines high performance and durability to
accurately track uninterrupted airflow up to 0.9 Mach
while maintaining its high precision measurement
capability. Its design ensures reliable results in both
horizontal and vertical components, under any flight
condition.

Consistent Reliable Performance

Designed to maintain reliability even in harsh weather
conditions, our probe offers superior protection against
external factors such as icing, moisture, and
precipitation. Equipped with an internal heater and
thermostat, it maintains optimal temperature
consistently, ensuring guaranteed precision and
performance.

Combination of Durability and Precision
With its choice of long-lasting materials and robust
production processes, our probe delivers one of the
most durable solutions in the industry while ensuring
reliable airspeed measurements.
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1 HOLE PROBE

Reliable Airspeed Measurement with
Advanced Technology

Our prob combines high performance and durability to
accurately track uninterrupted airflow up to 0.95 Mach
while maintaining its high precision measurement
capability. Its design ensures reliable results in both
total and static components, under any flight condition.

Consistent Reliable Performance

Designed to maintain reliability even in harsh weather
conditions, our probe offers superior protection against
external factors such as icing, moisture, and
precipitation. Equipped with an internal heater and
thermostat, it maintains optimal temperature
consistently, ensuring guaranteed precision and
performance.

Combination of Durability and Precision
With its choice of long-lasting materials and robust
production processes, our probe delivers one of the
most durable solutions in the industry while ensuring
reliable airspeed measurements.

Provides accurate total and static pressure
measurements for angles of attack and sideslip up to
20 degrees.

Number of Holes

1 hole

Measurement Accuracy

Accurate measurement capability up to Mach 0.95

Temperature Resistance

-55°C to +100°C

Heating System

Built-in tube heater and thermostat (220°C max])

Nominal Power

28VDC+4, 70 Watt

Angle Measurement Range

Maintains accuracy and reliability up to 20 degrees AoA & AoS

Material

316L stainless steel with passivation

Weight

250 grams

Connection Type

L type, flange connection, brass fittings
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